
PACKING WITH ALUMINUM FOIL.

3. KEEP THE PART CLEAN, AND WRAP FOR UHV

4. DIMENSIONS IN [  ] ARE MILLIMETERS AND

NOTES:

 1. WHEN MACHINING VACUUM PARTS, USE OF
   SILICONE AND SULPHUR-BASED CUTTING FLUIDS

    IS PROHIBITED. USE ONE OF THE FOLLOWING:

    A) CIMCOOL 5 STAR 49
    B) TRIM SOL
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ITEM DWG/PART NUMBER NOMENCLATURE OR DESCRIPTION MATERIAL / SPEC QTY
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D

A
A2188600

P4105091202-300012-00

Y2 LONG COOLED HORIZONTALLY
DEFLECTING X-RAY MIRROR

SHIELD

HEAVY METAL
HD 18.5 UHV GRADE

.1 [2.5]

.01 [0.25]

.005 [0.13]

0°30’

125
FUHRMANN 2/16/95

1:1

D1 1

W. YUN 2/23/95

D.SHU/FUHRMANN

D. SHU 3/5/95

D. SHU 3/5/95

T.M. KUZAY 3/6/95

5.21 [132.28]

0.03 [0.76]

0.13 [3.18] 2.11 [53.64]

(2.36 [59.94])

0.13 [3.18]

0.75 [19.05]

4.33 [110.00]

0.06 [1.59]

1.625 [41.28]

2.24 [56.82]

0.28 [7.11]

0.13 [3.18]

1.625 [41.27]

0.140 [3.56]

2.36 [60.00]

2.36 [59.99]

0.09 [2.35]

0.39 [9.99]

0.75 [19.05]

A A

SECTION A-A


